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How to Order
389991 Eqsy Steps to build a part number... Boeing BACC63 CT & CU
1. 2. 3. 4. 5. 6. 7. 8.
Boeing Basic Style | Shell Size | Shell Finish & Insert Contact Alternate Ordering
Number Contact Arrangement Type Keying Position Option
BACC63 CT 15 — 19 P N H
Step 4. Select a Shell Step 6. Select a Contact Type
. ini Designat
Step 1. Boeing Number Finish & Contact o P?:'gna =
Designates
BACC63 C | CT Style Only. Cadmium S | Socket
Plated, Grounded
Step 2. Select a S'ryle D | Cadmium Plated, ungrounded S'rep 7. Select an Alternate
Designates G | Nickel Plated, Grounded Keylng Position
CT | Composite Plug — | Nickel Plated, Ungrounded
Designates
CU | Composite Receptacle N | Normal
A-E | Alternates
Step 3. Shell Size 15 Step 5. Insert Arrangements-
Consult Amphenol Aerospace for insert
Designates arrangements available. S-I-ep 8. Ordering Opﬁon
15 | One Shell Size Designates

H Without Contacts & Seal Plugs

Blank | With Contacts & Seal Plugs

Easy Steps to build a part number... Boeing BACC63 DB & DC

1. 2. 3. 4. 5. 6. 7. 8.

Boeing Basic | Style Shell Separator Insert Contact Alternate Ordering

Number Size Arrangement Type Keying Position Option
BACC63 DB 15 — 19 P N H
BACC63 DC 17 — 8 P N H

Step 4. Separator Step 7. Select an
. Designates Alternate Keying Position
Step 1. Boeing Number :
— | Separator Designates
BACC63 N | Normal

A-E | Alternates

Step 2. Select a Style Step 5. Insert Arrangements-

Designates Consult Amphenol Aerospace for insert
9 arrangements available.

DB | Stainless Steel Plug

Step 8. Ordering Option
DC | Stainless Steel Receptacle .
Designates
H Without Contacts & Seal Plugs
Step 3. Select a Shell Size  Step 6. Select a Contact Type Blank | With Contacts &Seal Plugs
Designates Designates
9-25 | Shell Size P Pin
Socket

Contact Amphenol Aerospace for more information at 800-678-0141 « www.amphenol-aerospace.com




