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2—56 MACHINE SCREW, QTY:4 ‘
MATL: STAINLESS STEEL. ‘
CABLE SUPPLIED ‘
STAPLE BY CUSTOMER
MATL: CARBON STEEL PER ASTM A1009. SEE TABLE ‘
/N O .
MALE JACKSCREW, SEE TABLE ALE JACKSCREW ‘
/MATL: STAINLESS STEEL & PVC, BLACK FEMALE JACKSCREW\ /M
— QTY:2 e ‘
‘ [
46.28
[1.822] {(cz L/\J iv;} ‘
FEMALE JACKSCREW, SEE TABI_E/ ‘
MATL: STAINLESS STEEL & PVC, BLACK [uj \
QTY: 2
2—56 UNC C ‘
THREAD
\CONNECTOR (I\/IUST BE
2—56 UNC THREAD PURCHASED SEPARATELY)
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CEMALE 5.89 [.350] 5787543—9
LOWER BACKSHELL FEMALE 10.16 [.400] 2/87545-8 ‘
UPPER BACKSHELL MATL: ZINC PER ASTM BS86.
MATL: ZINC PER ASTM BS86. @ FEMALE 11.43 [ 450] 5/87545—7 ‘
VALE 5.89 [.350] 5787543—3 ‘
A VALE 10.16 [.400] 5787543—2
1.27 1 m [.OOOOE)O] MIN BRIGHT TIN OVER 1.27 ym [.OOOOSO] MIN NICKEL. o
@ H H MALE 11,43 [.450] 5787543 —1 ‘
2.54 m [.OOO100:| MIN NICKEL OVER 5.08 pym [.OOOZOO] MIN COPPER.
H H PART NO A
JACKSCREW | CABLE MAX DIA. .
A PARTS INDIVIDUALLY BULK PACKAGED.
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DIMENSIONS: OTENES AR [aPw 26AUGO5 | NANE
mm [INCHES] _MWALMSLEY BACKSHELL KIT, UNASSEMBLED, 40 POSITION
S-S .050 SERIES AMPLIMITE ‘
@g 2 PLC + 0.38[.015] - _
3 PLC + _ APPLICATION SPEC
4 PLC + - SIZE CAGE CODE | DRAWING NO RESTRICTED TO
ANGLES + - —_
MATERIAL ] FINISH ] WEIGHT — A1 00779 @':'578754-3 _
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