
Illuminated Rocker Switches
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Dimensions: mm (in.)

Available from Mouser Electronics

Electrical Specifications:
• Rating: 30A / 12VDC

16A / 125VAC, 10A / 250 VAC

• Contact Resistance: 50m Ω max.

• Insulation Resistance: 500 VDC 100M Ω min.

• Dielectric Strength: 1500 VAC 1 minute

Mechanical Specifications:
• Neon Lamps: 110VAC

Note:
• RoHS Compliant

Mouser
Stock No.

Button
Color

103-7082-EV Red
103-7083-EV Yellow

35.10±.20
(1.38±.008)

18±.20
(.709±.008)

7.30±.50
(.287±.02)

2
(.079)

9.40±.20
(.37±.008)

11±.10
(.433±.004)

8±.20
(.315±.008)

14±.20
(.551±.008)

6.35±.08
(.025±.003)

27.20±.20
(1.07±.008)

8.70±.10
(.342±.004)

8.70±.10
(.342±.004)

.80
(.031)

1 2 3

Y

Y

X
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Mounting Hole Circuit Diagram

Materials:
• Frame: Nylon #66, Black

• Neon: ø4, NE-2C

• Resistor: 1/8W, 33kΩ  

Specifications are subject to change without notice.   No liability or warranty implied by this information.   Environmental compliance based on producer documentation.


