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624410001 1000 MM 20 MM 16 A SF-QSFPEXPAS-001
624410003 3000 MM 60 MM 16 A SF-QSFPEXPAS-003
624410005 5000 MM +100 MM 16 A SF-QSFPEXPAS-005
624410007 7000 MM £140 MM 26G EXD 14 A SF-QSFPEXPAS-007
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1. THIS DRAWING IS RESERVED FOR AMPHENOL CABLES ON DEMAND. SDA— 12 N 3l LPMode
GND RX 13 Iy T /1\ ) 32 GND TX
2. TEST COMPLETED ASSEMBLIES PER AMPHENOL CS-1199. TEST ASSEMBLIES AT 10 Gbps. EQE: }g ot T B gi - %gi
3. A PRE-PRINTED LABEL WITH THE INFORMATION SHOWN IN THE CABLE LABEL DETAIL IS GND RX— 16 5 I B I ) 135 GNDIX
POSITIONED WITHIN THE INDICATED AREA ON THE CABLE ASSEMBLY. Eé} E: 1673 B gg — %E
4. UL LABEL MUST BE ON SHIPPING CARTON PER SUBJECT 764 OF THE UL COMPONENT WIRING GND RX—— 19 I i I ]38 GNDIX ACD P/N—
HARNESS (ZPFW?2) FILE #E86140. CSA LABEL MUST BE ON SHIPPING CARTON. GNR%%: g? = S I Y S L %B TX
5. PACKAGE COMPLETED ASSY IN AN APPROPRIATELY SIZED ANTI-STATIC BAG. LABEL PER - RX2P — gg Ty ’\If’ — ‘\If’ L 3 — gzP \g\FMCS?FEPI\é% &AXB;)ES ON DEMAND ﬁZ\IAI\EB\IEI%ELRESNGTH
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6. INSTALL DUST COVER (ITEM 10) OVER CONNECTORS PER MFG PROCESS PRIOR TO RX4P — 25 i i 6 TX4P  WW/YY
SHIPMENT 70 CUSTOMER. GND RX—1 26 S B 7 - GNDTX WWW.CABLESONDEMAND.COM
ModPresL —| 27 | i 8§ |— ModselL DATE CODE— 866-223-2860
7. MARK LABEL WITH SERIAL NUMBER. ENDICOTT LOCATION PREFIX IS 'APL'; InfL—1 28 2200 .  —— 9 |~ RESETL
CHINA LOCATION PREFIX IS 'APF'. VCCTX— 29 ém L 51K 10— VCCRX
VCC1—_30 o CEPROM 11 — SCL
8. EPROM PROGRAM PER AMPHENOL SPEC CS-1154. EPROM SERIAL No. MUST MATCH LPMode—_31 . 12— SDA
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9. CAUTION: ANTI-STATIC CONTROL MEASURES MUST BE OBSERVED DURING THE TX3N — 34 - | i 15— RX3N
MANUFACTURE OF THIS ASSEMBLY. GND TX— 35 ) ] +—{ 16 — GNDRX
TX1P —1 36 = —— I 17— RX1P
10. POT MOLD BOTH CABLE ENDS PER MFG PROCESS. USE LOCTITE 3106 TO COVER TXIN —1 37 - i 18— RXIN
CABLE TERMINATION AREAS. GND TX —1 38 I ) « 19 — GND RX
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11. SOLDER PER AMPHENOL CS-1186 (LEAD FREE SOLDER).

12. ALL MATERIALS USED IN THE MANUFACTURE OF THIS ASSEMBLY SHALL COMPLY WITH
AMPHENOL REGUALTED MATERIALS SPECIFICATION CS-1152.

13. SIMILAR TO AMPHENOL DRAWING 60302XXXX.

NOTE: DC BLOCKING CAP VALUE IS 0.1 yF
EPROM CONNECTED TO VCCTX
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SPECIFICATION CONTROL DRAWING

14. REMOVE CBL JACKET AND WRAP ONE TURN OF COPPER TAPE (ITEM 14) OVER CBL BRAID UNLESS OTHERWISE SPECIFIED | EAR NO. Amohenol | P
IN'AREA OF STRAIN RLF. ADD SHK TBG (ITEM 13) OVER CBL BRAID OVERLAPPING COPPER D NS ARE N INCHES AMPH7006-004A mphenol Interconnect Products Corp.
TAPE. WHEN CLOSING ADD SHK TBG (ITEM 12) OVER CBL JACKET/BRAID AND UP | 20 Valley St. Endicott, NY, 13760
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A ROHS2 CERTIFICATE OF COMPLIANCE MUST BE INCLUDED IN EACH SHIPPING CARTON. S | XXX £.005 CHECKED 1900, POHS. 40 GDE.CR4
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16. WRAP ONE TURN OF COPPER TAPE (ITEM 16) AROUND CBL JACKET BEFORE PULLING \GWE _fof | THRDANGLEPROJECTION [RBFENG WD _—
BACK BRAID. iz T @ =} |G D 62441 XXXX A
NOTES: UNLESS OTHERWISE SPECIFIED CAD FILE: S:\SolidWorks\PE 5 DIGIT NO\62441 SCALE 1:1 |SHEET 1OF 1
8 | 7 6 5 f 4 3 | 2 1




