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RECOMMENDED
M TI H HOUS ING STAINLESS STEEL PER GOLD PLATE PER
OUNTING HOLE MOUNT ING NUT ASTM-A484 AND ASTM- MIL-G-45204
6220 HEX CLAMP NUT A582, TYPE 303
' DIELECTRIC TFE FLUOROCARBON N/A
ELECTRICAL MECHANICAL ENVIRONMENTAL PER ASTM-D-1457
Nominol Impedance (Ohms) 50 Interface Dimensions MIL-STD-348A. | Temperature Rating -65°C to +165°%( CENTER CONTACT EE?;L Iﬁ | L.Ijg‘ngEPEETEEE 197 ﬁ?tDGPIZ g;g4PER
Frequency Range (GHz) DC to 26 Fig._319-2 Vibration MIL-STD-202, Method -B- -b- , -a-
Volt Rating (VRMS MAX) Recommended Mating 204, Condition D ALLOY C17300. CONDITION H
8 Sea Level 250 Torque 5 In, Lbs. Shock ML-STD-202, Method 213, SHRINK TUBING e oL ER | NRABLE UND N/7A
VSWR 1.07+015f (f in GHz) Mating Characteristics: Cendition | MIL-1-23053/4
Insertion Loss (dB MAX) .04\/fGHz Insertion (MAX Lbs) 3 Thermal Shock MIL-STD-202, CRIMP SLEEVE COPPER OR BRASS ALLOY GOLD PLATE PER
RF Leakage (dB MIN) -60 Withdrawal (MN 0z) 1 Methed 107. Condition B, ROCKWELL F65 MAX MIL-G-45204
Corona, 70,000 Ft (VRMS MIN} 190 Force to Engage and Except High Temp -85°C COMPONENT MATERIAL FINISH
Dielectric Withstanding Voltage Disengage {In-Lbs MAX) 2.0 Moisture Resistance MIL-STD-20Z, DRAWN BY, ATE
(VRMS MIN) 8 Sea Level 750 Center Contact Capfivation Method 106 U;'ﬁESN%ngE :;:;sﬁ ﬁ&%‘;‘m Eic__10/18/7F AMP Incorporated
Contact Resistance {Miliohms MAX) Axial (Lbs) 6.0 Corrosion - ML-STD-202, Method FRAC. DEC. ANGLES | —— “ﬁRB 10/19/71 140 Fourth Avenue
Center Contact 4.0 Radial (In-0z) N/A 101, Condition B, 5% salt spray |* V64 =005 sl BWC. 10/19/71 Waltham. MA 02451-7599
Outer Contact 2.0 Cable Retention Th drawl d Ifl- TITLE
, . cations are Tha property of USE ASS'Y PROCEDURE 0SSM BULKHEAD FEEDTHRU
Cable ta Housing 03 Axial Force [Lbs} 20 M/A COM Intercannect Oiv. CABLE JACK-CRIMP ATTACHMENT
. . T n-0z) N/A . and shall not be reproduced B
RF High Potential 8 Sea Level orque (In-0z XXX = in or copied or used in whole 4L08-04784 p—— CO0E DENT 0. eV
(VRMS MIN 8 5 MHZ) 500 Weight (Grams) 2.4 XXX = mm ?r:e'“mg:l:;a‘gu::eo?“:"ﬁef‘;’ ‘o, AP (10-018) B 26805 1034-7188-00 01 5
LR{Megohms MIN} 5.000 armimeign, out written SALE 571 | ESEEE
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