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RereRENCE FOR REclL ACCORDING TO F

cEDING DIRECT TON

GAUGE |REEL OF 5000 FEMALE CONTACTS GAUGE ReEel OF 5000 PIN CONTACTS
# 24-28 86066 710064LF # 24-28 86064 710064LF
# 20-24 86066 720064LF # 20-24 86564720064LF
# 24-28 86066 710060LF # 24-28 86064 710060LF
# 20-24 86566 720060LF # 20-24 86564720060LF
# 24-28 86066 710067LF # 24-28 86064 710067LF
# 20-24 860566 720067LF # 20-24 86064720067LF
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The LF products meet European union directives and other 150 1101 appr | KPaulsiu 201910319 product family rel level Released
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Terminations plating spec = . 3um Nickel min + [.3um Sn min|quriqce S tinear | ox | 20 Amphle:nco! — CRIMP PIN & SOCKET - CO1-8656-1525
Packaging Spec : see G5-14-920 M 04X | £0.05 L= 20 24mw6, 5000 Reel Oty S K
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NOTES
14 60 Max - Material Phosphor bronze, fthickness 0.20
“ 2 -Finish on contact area :fermination 064:gold flash
termination 065:076u Au / GXT
a termination 067:0,4p Au / GXT
~ \ finish on termination @ Tin over Nickel
<>,7 3 -Wire range :20 to 28 AWG(see ref sheet [/2)
= g/ ] 4 -Max outer dia of wire insulator:
:.:.fl J CROSS SECUON -1.52 mm max for contact #20-24
FOR CT #20-24 102 mm mox for contact #24-728
5 -Current carrying capacity per confact:
0.25 Max = 5 Amps max when crimped to #20 AWG
= 5 Amps max when crimped to #22 AWG
o | 75£0.25 3 Amps max when crimped to #24 AWG
4025 - 2 Amps max when crimped to #26 AWG
A IB RN oy 2.48+0.30 I I Amps max when crimped to #28 AWG
— l A Y 6 -After 5 insertions into connector,
contact refention must be 5 pounds axial load min
1 -When contact is crimped to 20 AWG, the insulation
| ‘ support crimped height must be .78 mm mox fo ensure
‘ ‘ T T T ] a proper Insertion into housing.
EN | 8-Reel should be continous without any contacts
e missing in befween
A B Lo il 9 -Packaging : 5000 Contacts Per Reel
- 9.65 Max SECTION o OECTION -
A-A 2 SRER-
= “
15.00 Max . _ -
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. .;V"_\ spec ref - dr | P-Mathew Nebu 2011/05/17 projection mm size Ag scale
t tol td Paul Mithun 2019/03/18 10/ |
— T T TOLERANCES UNLESS [t @ =] —
< 150 406 | OTHERWISE SPECIF IED
© [SO |10 appr | K-Paul Biju 2019/03/19 product family -|lrel level Released
a 0.X +0.3 o ° rev
SCALE 5/ wrtoce - tneer o | o | |AmPhenollc CRIMP RIN & SOCKET . CO0I-8656-1525
(3.195) M 0.xxx | £0.05 T 20-24AWG, 5000 Reel Qty < K
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