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Performance Characteristics :
 
    Operating temperature : -40°C up to 105°C
    Corrosion salt spray : 48 hours  
 

Size Part 
Number A B maxi C maxi WEIGHT(g)

(For information)
Capacity

D Maxi E maxi F maxi

10 UTO10AC 16.30 21.60 28.90 8.25 5.00 16.70 12.30

12 UTO12AC 19.50 25.00 28.90 9 8.20 16.70 12.30

14 UTO14AC 22.70 27.40 28.90 12.5 10.00 20.80 12.30

16 UTO16AC 25.90 29.40 32.00 12 13.00 20.80 12.30

18 UTO18AC 29.30 35.20 31.50 16.5 16.10 24.20 13.60

20 UTO20AC 32.60 35.20 28.50 16 16.10 24.20 13.60

22 UTO22AC 35.80 41.10 28.50 20 19.30 29.20 13.60

24 UTO24AC 38.90 42.40 28.50 21 20.60 29.20 13.60

P/N : See table
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Item Qty Designation Material

1 1 Backshell body Al Alloy, Ni plated

2 2 Clamping plate Al Alloy, Ni plated

3 1 Boot Elastomer

4 2 Screw Brass, Ni plated

5 2 Washer Brass, Ni plated
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