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Dimensions: mm (in.)

3.5 Mono Custom Molding Plug
171-P3154-L-E

KC-301208
Date Last Revised: 09/21/10
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Dielectric Strenght:
Insulation Resistance:

ELECTRICAL SPECIFICATIONS
AC 500V@1min.

DC 500V/100MΩ 1min.

0.7±0.1
(3.8)

8.7±0.3
(.342±.011)

26.6±.019
(.559±.011)14.2±0.3

(.559±.011)

0.5
(.019)

0.5
(.019)

2.0±0.1
(.078±.003)0.4±0.1

(.015±.003)
0.4±0.1

(.015±.003)

1.0i00.3
3

(.118)

C0.3
(C0.011)

1

4

3
C0.1

(CO.003)

45°±1°

ø1

ø2.5±0.1
(ø.098±.003)

ø3.2±0.1
(0.125±.003)

2

R0.2±0.1

ø1.5
(ø.059)

ø1.5
(ø.059)

3.6
(.141)

1.8
(.070)

MATERIALS SPECIFICATIONS
Material

POM
Brass
Brass

P-Bronze

No.
1
2
3
4

RoHS Compliant

Thickness
2um min
2um min
2um min
2um min

Plating
Black
Nickel
Nickel
Nickel


