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TE PART NO.
TE Teile-Nr.

0-2177380-1 0-2177380-2 1-2177380-1 1-2177380-2 2-2177380-1 2-2177380-2 3-2177380-1 3-2177380-2

CONDUCTOR CROSS SECTION
Leitungsquerschnitt

8-16mm² 8-16mm² 8-25mm² 8-25mm² 8-35mm² 8-35mm² 8-50mm² 8-50mm²

MATERIAL TREATMENT
Werkstoffbehandlung

ELECTROTINNED
galvanisch verzinnt
6µm min.

NICKEL PLATED
vernickelt
3µm min.

ELECTROTINNED
galvanisch verzinnt
6µm min.

NICKEL PLATED
vernickelt
3µm min.

ELECTROTINNED
galvanisch verzinnt
6µm min.

NICKEL PLATED
vernickelt
3µm min.

ELECTROTINNED
galvanisch verzinnt
6µm min.

NICKEL PLATED
vernickelt
3µm min.

VERSION / Variante 1 2 1 2 1 2 1 2

C 2.3 2.3 2.2 2.2 3.1 3.1 3.5 3.5

D 6 6 7 7 8.5 8.5 10 10

D1 9.5 9.5 10 10 12 12 14 14

A-A
2:1

VERSION 1
Variante 1

VERSION 2
Variante 2

A-A
2:1


