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PARTS LIST

ORDERING TEXT PLATING CROSS
SECTION DIMENSIONS 

STRIPPING-
LENGTH 

WITH
CLIP 

[MM²] "A" "B" "C" [MM]  PN PN

HSS-C-Sti.Ag.2,5 mm²

S
I
L
V
E
R

2.5 2.2 3.45 8.7 12 1-1 8-1
HSS-C-Sti.Ag.4,0 mm² 4.0 2.8 3.9 8.7 12 2-1 8-2
HSS-C-Sti.Ag.6,0 mm² 6.0 3.5 4.9 8.7 12 3-1 8-3
HSS-C-Sti.Ag.10,0 mm² 10.0 4.35 5.9 8.7 12 4-1 8-4

HSS-C-Sti.Ag.10,0 mm²-fine 10.0 4.6 5.9 8.7 12 4-3 8-5
HSS-C-Sti.Ag.16,0 mm² 16.0 5.85 8.4 8.7 12 5-1 8-6
HSS-C-Sti.Ag.25,0 mm² 25.0 7 9.45 9.6 12 6-1 8-7
HSS-C-Sti.Au.6,0 mm² G

O
L
D

6.0 3.5 4.9 8.7 12 3-2 9-1

HSS-C-Sti.Au.10,0 mm² 10.0 4.35 5.9 8.7 12 4-2 9-2
HSS-C-Sti.Au.16,0 mm² 16.0 5.85 8.4 8.7 12 5-2 9-3OBSOLETE

Notes

  MATERIAL: BRASS

  FINISH SILVER PLATING: 2µm Ag MIN. OVER Cu 

  FINISH GOLD PLATING: 0.75µm Au MIN. OVER Ni

  WEIGHT (MAX.): 7.60 g, VOLUME (MAX.): 932mm² 
      (APPROX.)

  SUITABLE SOCKET CONTACT: CUSTOMER DRAWING 1105151

  SUITABLE INSERTS: SERIES HSS, CUSTOMER DRAWING

  SUITABLE CRIMP TOOL: PN 1-1105850-8

  SUITABLE INSERTION TOOL: -

  SUITABLE EXTRACTION TOOL: PN 0-1102855-5

  FINE WIRE DIA. MAX. �n� 4.5

  PACKAGING: 
     25 PIECES IN A POLY-BAG 
     1 POLY-BAG IN A CARTON

  PACKAGING:  
     1 PIECES LOOSE

  STANDARDS: DIN EN 61984, DIN EN 60664-1

WIRE CROSS-SECTION:

WIRE CROSS-SECTION:
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