THIS DRAWING 1S UNPUBLISHED. RELEASED FOR PUBLICATION . Loc DIST REVISIONS
© ALL INTERNATIONAL RIGHTS RESERVED.

COPYRIGHT - BY TYCO ELECTRONICS CORPORATION. — — [=] LTR DESCRIPTION DATE DWN APVD

A REV PER ECO—10-020818 28DEC10 | PY | RL

ALIGNMENT RING
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PIN BODY RETENTION CLIP MATERIAL: NYLON PER
MATERIAL: COPPER ALLOY MATERIAL: BERYLLIUM COPPER MIL—M—20693
FINISH: PLATED GOLD .000050 FINISH: PLATED NICKEL PER COLOR: BLACK
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1. THIS PART CONFORMS TO REQUIREMENTS FOR DANIELS CRIMP TOOL 558616
NO.FT8, WITH DANIELS POSITIONER PART NO. TP731. STRIP LENGTH 1 RING, ALIGNMENT -
375, AWG #16 — SETTING 8, AWG #18 — SETTING 6. PIN CONTACT,SIZE#16—#18 | 2120151
— 1 DESCRIPTION PART NO
2. WIRE BARREL WILL ACCEPT #16—#18 AWG WIRE. THIS DRAWING IS A CONTROLLED DOCUMENT. |™nccn glack — o o -‘ETyco Tyco Electronics Corporation
DIMENSIONS: TOLERANCES UNLESS CH—F WYCHECK T EIeCtronics HorHSburg’ Ph 1710575608
OTHERWISE SPECIFIED: APVD 8-14—-86 | NAME
INCHES e . SHALEER KIT, PIN CONTACT, POWER VIIl,
1 PLC i B SIZE 16-18
2 PLC + -
@ 3 PLC + - APPLICATION SPEC -
4 PLC + - SIZE CAGE CODE | DRAWING NO RESTRICTED TO
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MATERIAL FINISH WEIGHT B AQ 00779 @:IZW 3535 _
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