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JOULE EFFECT SOLDERING DEVICE

200W

R282.800.001

Series: OUT

TECHNICAL DESCRIPTION:

POWER SUPPLY ( Tension d'alimentation ) 230 V- 50Hz
POWER ( Puissance) 200 W
OPERATING TEMPERATURE ( Température d’ utilisation) |-10°C/+35°C
MAXIMUM TEMPERATURE ( Température Maxi ) JOULE EFFECT
REFERENCE SUPPLIER ( Fournisseur ) TMC 105 HM

CONTAIN : (Contenu)

Reference 1: SOLDERING DEVICE JOULE EFFECT 200W | R282.800.002 ( TMC 105HM )
( Poste a souder Effet joule)
Reference 2 : PLIERS FOR JOULE EFFECT 200W R282.800.011 (TMC 105-127)

(Pince pour Poste a souder Effet joule)

Reference 3 : ELECTRODE FOR PLIERS 200W

R282.800.022 ( TMC 105-094 )

(Electrode pour Pince 200 W)

CONFORMS SPECIFICATION : ( ConformealaNorme: )

Européen : N°89-336 and 73-23

Electromagnetiques : EN56014-2-2 and 61000-32-33

Electrique : EN 60335-245

REPLACEMENT TOOL

PLIERS FOR JOULE EFFECT 200W

( Outillage remplacable)

(Pince pour Poste a souder Effet joule)

CONSUMABLE

ELECTRODE FOR JOULE EFFECT 200W

( Consommable)

(Electrode pour Pince 200 W)

Issue: 0626 C

In the effort to improve our products, we reserve the right to make changes judged to be

Nnecessary.
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