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NOTES[A>INDICATION OF THE LABEL
- CP-HRMJU. FLIC-1A
‘HG
- 5. NO.

20 £ 0.5
12,7 £ 0.1

[2>>USE LEAD FREE SOLDER
(Sn3. 0A90. 50w

[3>0 RING IS NOT FIXED.

12.7 £ 0.1 @

In case of consideration for using Automotive equipment / device which demand high reliability, kindly contact our sales window correspondents.

20 £ 0.5
7 | BRASS NICKEL PLATING
6 PHOSPHOR BRONZE | GOLD PLATING 13| LABEL
5 BRASS NICKEL PLATING 12| SILICONE RUBBER | 0 RING CREDD
4 | PTFE 11| INSULATED WIRE
3 BERYLLIUM COPPER| GOLD PLATING 10| PTFE
2 PTFE 9 BRASS NICKEL PLATING
1 BRASS NICKEL PLATING 8 | BRASS NICKEL PLATING
NO. MATERIAL FINISH . REMARKS NO. MATERIAL FINISH ., REMARKS
UNITS SCALE COUNT DESCRIPTION OF REVISIONS DESIGNED CHECKED DATE
mm @6 2 1 A
APPROVED :MT. SHIBUTANI 12.12. 06 DRﬁ\glNG EDC4-178207-00
HIROSE :
CHECKED  :TK. SAWAGUCHI 12.12. 06 [pART B _
m E(L)ECI%C DESIGNED :KY. SHIMIZU 12.12. 06 CSS-E CP-HRMJU. FLJC-1A
DRAWN - KY. SHIMIZU 12.12. 06| No. CL355-0127-4-00 |A\|]
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