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THIS RECEPTACLE TO BE USED WITH 2414-002-1886 LOCK WASHER AND

2411-002-1805 PANEL NUT.

THIS RECEPTACLE MATES WITH HDP26-18-##P/S*-+2#x (sxxx-ALL MODIFICATIONS)

DIMENSION TOLERANCE: +.025 [.631 UNLESS NOTED OTHERWISE.
ALL DIMENSIONS ARE INCHES [MILLIMETERSI.
RECOMMENDED PANEL THICKNESS: .062(1.57) TO .1875(4.76) MAX.

THREADED ADAPTER COLOR REFLECTS WIRE SEAL DIAMETER.
(GREEN='N" SEAL; GREY="T’ SEAL; BLUE="E’ SEAL)

FOR PERFORMANCE, MOUNTING AND APPLICATION CHARACTERISTICS
SEE ENVELOPE DRAWING 0425-021-0000.

FOR CONTACTS AND WIRE PERFORMANCE AND APPLICATION
CHARACTERISTICS SEE ENVELOPE DWG. 0425-015-0000.

FOR CONTACT ARRANGEMENTS, SEE ENVELOPE DRAWING 0425-013-1800.
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RECOMMENDED PANEL

COUNTRY OF ORIGIN IF OTHER THAN USA.

EXAMPLE: MADE IN CHINA
10. MATERIAL: SHELL - PLASTIC, SEAL - RUBBER,

=

INSULATION - PLASTIC

SIGNATURE & DATE

DR I.GRANTCHAROVA 7/18/12
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