REVISIONS
SYMZONE ECN, ERN NO. DATE APPRD.
B PRODUCT DWG (EAR 14195) | JuNo7/13 K.L.
C PRODUCT DWG (EAR 14206) | JUN19/13 K.L.
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. 5 HOLES 1. MATERIALS:
6.90 [.272] 0.80 [.032] HOUSING:  HIGH TEMPERATURE PLASTIC, OR PBT
FLAMMABILITY UL94V-0.
RECOMMENDED P.C.B. LAYOUT
FRONT VIEW (COMPONENT SIDE OF BOARD) CONTACTS:  COPPER ALLOY,
TOLERANCE:40.05mm PLATING: GOLD ON MATING AREA (SEE AMPHENOL PART
NO. OPTION).
MATTE TIN OR GOLD FLASH ON CONTACT TAILS.
NICKEL UNDERPLATE.
SHELL: COPPER ALLQOY,
NICKEL.
‘ 2. OPERATING TEMPERATURE: —40°C TO +105°C
I
! 7.70 [.303] AMPHENOL PART NO: U E 25 - BEX5 — 10X
T SERIES [ woniFier
UE25=MIN| USB RECEPTACLE 0=PBT
i \ 1 TYPE H=HIGH TEMP MATERIAL(<260°C)
‘ i f B=SERIES B
\ ‘ \ 2.00 T.079 SHIELD OPTIONS
| | 2.10 [083] Lol oy O=WITHOUT REAR SHELL
E=TOP ENTRY
COLOUR
-—7.30 [.288]—— CONTACT PLATING 1=BLACK
5=30u"[0.76 MICRONS] GOLD PLATING NUMBER OF CONTACTS
ON CONTACT MATING AREA 5=5 CONTACTS
TOP VIEW SIDE VIEW BOTTOM VIEW 7=GOLD FLASH OVER NICKEL ON CONTACT
MATING AREA.
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