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PART NO.RECOMMENDED CONTACT
WITH WIRE SEAL

SHELL FINISH

1604800-4  WITH JACKSCREW-
  RETENTION NUT KITBACC65BC12A1445693-4BLACK ANODIZED

1604800-5  WITH JACKSCREW-
  RETENTION NUT KIT---1445693-3

ELECTROLESS
NICKEL

ELECTROLESS
NICKEL

1604800-8  WITH JACKSCREW-
  RETENTION NUT KIT

---1445693-3

1604800-9JACKSCREW ASSEMBLED
PLZN CODE ABACC65BC12NA1445693-4

ELECTROLESS
NICKEL

1-1604800-0JACKSCREW ASSEMBLED
PLZN CODE FBACC65BC12NF1445693-4

ELECTROLESS
NICKEL

1-1604800-1JACKSCREW ASSEMBLED
PLZN CODE BBACC65BC12NB1445693-4

ELECTROLESS
NICKEL

1-1604800-2JACKSCREW ASSEMBLED
PLZN CODE CBACC65BC12NC1445693-4

ELECTROLESS
NICKEL

1-1604800-3JACKSCREW ASSEMBLED
PLZN CODE EBACC65BC12NE1445693-4

ELECTROLESS
NICKEL

1-1604800-4  WITH JACKSCREW-
  RETENTION NUT KITBACC65BC12N1445693-4

ELECTROLESS
NICKEL

1-1604800-5JACKSCREW ASSEMBLED
PLZN CODE DBACC65BC12ND1445693-4

ELECTROLESS
NICKEL

RETENTION CLIP, 12 
REQD MATL: STAINLESS 
STEEL FINISH: PLATED 
SILVER

 JACKSCREW-RETENTION NUT KIT IS UNASSEMBLED TO
    CONNECTOR ASSY.  KIT IS PACKAGED IN SEALED BAG.
1

JACKSCREW AND
RETENTION NUT KIT

6-32 �x�.50 SPIRAL0CK
THREADS, 4 PLC

PLUG SHELL 
MATL: ALUMINUM ALLOY
FINISH: SEE FINISH
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DESCRIPTIONBOEING PART
NUMBER

1604800-6JACKSCREW ASSEMBLED
PLZN CODE A

---1445693-3

ELECTROLESS
NICKEL

JACKSCREW POLARIZATION
"F" SHOWN
SCALE 4:1

SEE JACKSCREW DETAILS

CIRCUIT #1
IDENTIFIER
INDENT

TE LOGO, DATE CODE AND 
EITHER CUSTOMER OR TE 

PART NUMBER (PER TABLE),
CAGE CODE 00779 (-6 ONLY)

MARKED APPROX AS SHOWN
ON NEAR OR FAR SIDE}

JACKSCREW POLARIZATION
"A" SHOWN
SCALE 4:1
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