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Isolation amplifier - MACX MCR-EX-SL-2NAM-R-UP-SICK - 2924841
Please be informed that the data shown in this PDF Document is generated from our Online Catalog. Please find the complete data in the user's
documentation. Our General Terms of Use for Downloads are valid
(http://phoenixcontact.com/download)

2-channel Ex-i NAMUR isolation amplifier with wide-range power supply for proximity sensors and switches.
Every channel has a relay with PDT contact as a signal output. Line fault detection (LFD), 3-way isolation, SIL
2.

Key Commercial Data
Packing unit 1 pc

GTIN

GTIN 4046356587594

Technical data

Environmental Product Compliance
REACh SVHC Lead 7439-92-1

China RoHS Environmentally Friendly Use Period = 50

For details about hazardous substances go to tab “Downloads”,
Category “Manufacturer's declaration”

Drawings

Dimensional drawing

1
1

4
,5

99

112,5

116 (SP)

17,5 7

Block diagram

Zone 0,1,2
Zone 20,21,22
Div. 1,2

Sensor / Field PLC / DCS

3.3

2.3

3.2

2.2

3.1

2.1

CH1

CH2

IN

Zone 2
Div. 2

OUT

4.3

4.1

3.3

2.3

3.2

2.2

3.1

2.1

1.2

1.1

+

-

-

-

-

+

+

+

5.3

5.1
+

-

CH1

CH2

24...230 V

AC/DC
–~

12

12

11

11

14

14

DI

https://www.phoenixcontact.com/pi/products/2924841
https://www.phoenixcontact.com/pi/products/2924841


https://www.phoenixcontact.com/pi/products/2924841

11/05/2018   Page 2 / 2

Phoenix Contact 2018 © - all rights reserved
http://www.phoenixcontact.com

PHOENIX CONTACT GmbH & Co. KG
Flachsmarktstr. 8
32825 Blomberg
Germany
Tel. +49 5235 300
Fax +49 5235 3 41200
http://www.phoenixcontact.com

https://www.phoenixcontact.com/pi/products/2924841

